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Prostar® Electric Chain Hoist

An expanded range with various speed
options and lifting capacities up to 250kg
single or 500kg with double chain fall.

One of the smallest entertainment hoists in
the world- the cost effective choice for small
stages, exhibitions, hotels, conferences or
other applications where equipment weight
and size is a factor.

• Available for 380- 460v, 3 ph, 50 hz, 
alternatively 220v single phase power 
supply is available

• High duty factor- 50%, 300 starts per hour

• Lightweight aluminium body- 10 kg
with 3m lift

• Black powder coat finish

• Mechanical clutch device prevents 
overload and acts as top and bottom 
limit device

• Supplied as standard with low voltage 
controls but also available as a direct 
control unit.

• Ten pocket oblique lay load wheel for 
smooth chain operation, constant chain 
speed and reduced chain wear

• Quiet in operation- 55 db.

• Grease lubricated- no oil drips

• Can be used in either inverted or upright 
positions, the chain bags are suitable for 
either position

Options:

Flight cases- for 2 or 4 hoists

Specification

Lifting capacity Speed No of Motor Current Weight Extra per 
(kg) m/min chain falls power (kw) (amps) 3m lift (kg) m lift (kg)

Power Supply 220v, 1 Ph, 50 hz

136 4 1 0.09 3.6 10 0.35

226 3 1 0.11 4.0 10 0.35

272 2 2 0.09 3.6 11 0.7

452 1.5 2 0.11 4.0 11 0.7

Power Supply 380- 415v, 3ph, 50hz

136 4 1 0.12 0.7 10 0.35

136 6.1 1 0.12 0.7 10 0.35

136 10.15 1 0.12 0.7 10 0.35

250 4 1 0.12 0.7 10 0.35

250 6 1 0.12 0.7 10 0.35

272 2 2 0.12 0.7 11 0.7

272 3.05 2 0.12 0.7 11 0.7

272 5.05 2 0.12 0.7 11 0.7

500 2 2 0.12 0.7 11 0.7

500 3 2 0.12 0.7 11 0.7

Dimensions (mm)

Prostar® Prostar®

136/226/ 250 kg 272/452/ 500 kg

A 281 308

B 76 90

C 75 60




